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Features:

Glass reactor was double—glass design, the inner into the reaction solvent, stirring to do, mezzanine can be hot and cold through different sources
(frozen liquid. Hot water or hot oil) to do heating or cooling cycle response. The set temperature conditions, the sealed glass reaction vessel, according

to requirements in the atmospheric pressure or negative pressure stirred under the conditions and return to the reaction solution and distilled, is a modern

fine chemical, biological pharmacy and new synthesis of the ideal test, production equipment.
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BARFFA Features:
S EEAAENUHBHRNIEREN, ZORNES, BN # the overall framework of stainless steel column mobile, multi-port
#.omE. NEEeEHEERG reactor lid, with reflux, add fluid, temperature and other full glass
accessories.
\ = 24 kAL
¢ EMGIIBMWIERE, RERHFAOLSE. MIBHGE, # use G3.3 borosilicate glass, with good chemical and physical
¢ EENMES, BOSZEERED, REETIERST properties.
HeBEEZS. 4 alloy mechanical seal, PTFE connector, remained at work under

the high—precision sealing.
@ Pt100 sensor probes, temperature measurement, high precision,

S P00 R IRL, MBBER, RE/ND, AEHFH, &

HIRETIEE, small error and difficult to break, to effectively improve work
® HAHAZRIGERBIREN, BHAS, TRAE. efficiency.
S UBNES ZEHEY, SATRESHERENHERS 4 Japanese technology exchange gear motor, high torque, no

:EA noise.

’Ho 4 Double Teflon stirring paddle for stirring low to high viscosity
*RMUFEZCHEMERRE, AiEED, RARKLIE liquids and mixed.

B, HEMERESS A, # Teflon reactor bottom valve discharge may be active interface, a

reaction no dead ends, the material quickly and so thoroughly.
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